SECTION IlII: SUBSTANCE '

Calculation of the SSI Tigger

For EACH hazardous substance or hazardous substance component of a mixture indicated in
Section Il, Part C, list the names of the releasing sources and their upper bounds. Please use p
SEPARATE sheet for EACH hazardous substanc@hotocopy this page if necessary

Name of Hazardous Substance:

To calculate the SSI trigger (i.e., the upper bound of the normal range of a release) for the hazardous subsignce
identified above, aggregate the upper bounds of the normal range of the identified hazardous substance acfgssall
sources identified in Section Il, Part C. If the hazardous substance is also a component of a mixture, be cejrfair] to
include the upper bound of the component as calculated in Section I, Part C, in your calculation of the SSl|tfigder.

Name of Source(s) Upper Bound of the Normal Range of
the Release (specify Ibs., kg, or Ci)

TOTAL - SSil trigger for this hazardous substance release*

* This method for calculating the SSI trigger for the hazardous substance assumes that all releases offthe
same hazardous substance or mixture occur simultaneously. To the extent that a hazardous substande is
released from your facility from different sources and at different frequencies, you may adjust the SSI
trigger as appropriate, so that it more accurately reflects the frequency and quantity of the r@lease.
SSI trigger in the final analysis must reflect the upper bound of the normal range of the release, taking
into consideration all sources of the release at the facility or vessel. The normal range of the release
includes all releases previously reported or occurring over a 24-hour period during the previous year.




